BY: BJG

PROJECT DESCRIPTION FQUIPMENT LIST “A, B & C” N

THIS PROJECT INVOLVES THE CONSTRUCTION OF ADA COMPL IANT RAMPS A. EQUIPMENT TO BE SUPPLIED BY THE SHA UNIT  QUANTITY PHASING CHART
INSTALLATION OF COUNTDOWN PEDESTRIAN SIGNAL HEADS. APS PUSHBUTTONS 9570 SHEET AN SROIND MO e | Rat 24"%30" SF 55 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15
AND SIGNS ALONG THE NORTH LEG OF THE INTERSECTION. IT ALSO INVOLVES 4 — M6—2(1) FYG 307%24" 1 — OM1-3 FY 18"X18" B0, ONONO B0 ONO OO OO
THE REMOVAL OF EXISTING PEDESTRIAN SIGNAL HEADS, PUSHBUTTONS AND 9571 SHEET ALUMINUM MAST ARM/POLE MOUNTED SIGN SF o () 210 0 (Y 0 g OO g OO
SIGNS ALONG THE SOUTH LEG OF THE INTERSECTION. 2 - R10-3(1) 9"X15 O REO® CPERE 6 ® ® 6 & & 700 7408
MD 36 IS ASSUMED TO RUN IN A NORTH-SOUTH DIRECTION. - B. EQUIPMENT TO BE FURNISHED AND/OR INSTALLED BY THE CONTRACTOR
ITEM NO. DESCRIPTION UNIT  QUANTITY 7 R R R | R |. “ T r a1 rlowl ow ! "
1001 MAINTENANCE OF TRAFFIC EA 1 PHASE T AND 5 «6=] R Jeg-| 7 JaG-lac= N | M | B
INTERSECTION OPERATION 5003 REM%QE blillliflIiéIlggéi;lgRPEgM#EEgTOEEVE¥%ETPL\I/EEEP\??RKISGS II:::: f;gg 1 AND 5 CHANGE TO 1 AND 6. 2 AND 5. OR 2 AND 6 ‘
5004 12 M MOPL A AVEMENT MARKING LINES T
THIS INTERSECTION WILL OPERATE IN A NEMA SIX—=PHASE FULL—=TRAFFIC- 6001 STANDARD TYPE A COMBINATION CURB AND GUTTER 12 INCH GUTTER PAN 8 INCH DEPTH  LF 140 PHASE 1 AND 6 ¢8— 5 (}8_ ! RIRIR|IR|R|R|R|R|RrR |Dw|oDWw S
ACTUATED MODE WITH AN ALTERNATE PEDESTRIAN PHASE FOR THE NORTH 6002 5 INCH CONCRETE SIDEWALK _ SF 385 2 . (
LEG OF THE INTERSECTION. THE MD 36 NORTHBOUND AND SOUTHBOUND LEFT 6003 DETECTABLE WARNING SURFACE FOR CURB RAMPS SF 21 17 AND 6 CHANGE «v—| G ley i G| RV R | R| R| R | R | R | R | R | DV DWy
_ 8002 2-WIRE CENTRAL CONTROL UNIT EA 1 —
TURNS OPERATE IN EXCLUSIVE-PERMISSIVE PHASING. 8008 AUDIBLE/TACTILE PEDESTRIAN PUSHBUTTON STATION AND SIGNS EA 2 FHASE 2 AND 5 R AR | R IRIBIZ|IG|RIR|R[R|R|R DM DWw| 4
8009 BREAKAWAY PEDESTAL POLE (ANY SIZE) EA 2 T 6 -
8015 LED 16 INCH COUNTDOWN PEDESTRIAN SIGNAL HEAD EA 2 2 AND 5 CHANGE R RIR IRV Ny | G| R R|R|R|R|R|DW| OW T
CONTROLLER REQUIREMENTS 8023 REMOVE & DISPOSE OF EQUIPMENT (PER ASSIGNMENT) EA 1 -
- PHASE 2 AND 6 |6 6|6 |lc|c6 |G| R R|R|R|R/|R DW|ODW |4
THE EXISTING FULL—TRAFFIC—ACTUATED EIGHT PHASE TRAFFIC SIGNAL CONTROLLER 30%¢ S e e e e B APy oS o I -
WITH TELEMETRY CABLE HOUSED IN A BASE MOUNTED CABINET SHALL REMAIN. A 8039 WOOD SIGN SUPPORTS UP TO 4° X &' CF 96 2 AND 6 CHANGE Yoy oy Yy Yy Yy Y L R{R| R | R]R | R DWW -
2—WIRE APS CENTRAL CONTROL UNIT SHALL BE FURNISHED BY THE CONTRACTOR 8040 INSTALL OVERHEAD OR GROUND MOUNTED SIGN (INCLUDING ALL HARDWARE) SF 57 PHASE 4 AND 8 R R R R | R R R o | 6| ¢ G G G | DW | DW H
AND INSTALLED BY SHA. 8042 NO. 6 AWG STRANDED BARE COPPER GROUND WIRE LF 150
8053 ELECTRICAL CABLE — 2 CONDUCTOR (NO. 14 AWG) LF 260 4 AND 8 CHANGE RIRIR|IRIRIRBRIR|I Y| Y| Y| Y| Y | vy [Dw|oowl|
8055 ELECTRICAL CABLE — 5 CONDUCTOR (NO. 14 AWG) LF 260
SPECTAL NUTES C. ALL MATERIALS TO BE REMOVED BY THE CONTRACTOR SHALL PHASE 4 ALT AND 8 R | R | R | R | R | R | R | G| G| G| G G| L | W] WK H
APS WILL FUNCTION AS FOLLOWS: BECOME THE PROPERTY OF THE CONTRACTOR. DEPRESSED SED CLEARANCE clrlelrlzalrlrlcelclclce ol c oo Nﬁﬁ
TO CROSS MD 36 (NEW GEORGES CREEK RD): A AT ADBCHANGE Rl Rl R Te Tl lrlrl vyl vy vl vl vy |owlowl
A. WHEN PEDESTRIAN LOCATES AND SSES PUSHBUTTON FOR AN PROEOSED CROBSWALK
EXTENDED TIME, THE PUSHBUTTON UNIT MESSAGE WILL BE ) PAVEMENT MARKINGS + CLASHING FLYFLYFLYFL/YFL/YFL/YFL/YFL/RIFL/RIFL/RIFL/RFL/ZRIFL/R| OW | D | =
WAIT TO CROSS NEW GEORGES CREEK AT OLD NATIONAL. WAIT. STANDARD TYPE A CURS —
8. WHEN WALK PHASE BEGINS. THE MESSAGE WILL BE A RAPID TICK BAN' 8 INGH DEPTH TR
WHICH WILL LAST FOR THE DURATION OF THE WALK PHASE.
MATCH EXISTING
CURE HETGHT \
CONTACT PERSONS FOR DISTRICT #o6 ARE AS FOLLOWS: ' N\ — MATCH EXTETING TOD NO: XX650-28
v . NV [TEEEYRER b |, “:: 'SHA NO: ALA10B52
MR. GEORGE SMALL oot ket | 2[298 800 . 'MID 36 @ MD 743, MD 135 @ MD 36.
ASSISTANT DISTRICT ENGINEER-TRAFFIC s L NE]F = 2 45l | < %‘;T’gf = v 'MD 658 @ Linda Way, US 220 @ MD
PHONE: (301) 729-8444 - WIRING KEY B E R G S A <738 N A U OO o 653 -
' K | MAX T & —~——t | N o I PR PO e
MR. DWAYNE BITTNER A.C  5-CONDUCTOR ELECTRICAL CABLE (NO.14 AWG) B U}E L [ o] {7 Eﬂ%“\? ‘
ASSISTANT DISTRICT ENGINEER — MAINTENANCE = : STANDARD TYPE A CURB
_ 8 INCH x 16 INCH TO RETAIN
MR. STEPHEN BUCY z STRANDED BARE COPPER GROUND WIRE (NO.6 AWG) AND GUTTER
ASSISTANT DISTRICT ENGINEER — CONSTRUCTION PF EXISTING POWER FEED
PHONE: (301) 729-8411 GENERAL NOTES
&~ EXISTING GRQOUND ROD
CONTACT PERSONS FOR 0O0TS ARE AS FOLLOWS: 1. THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE LOCATIONS PRIOR TO INSTALLATION.
cap 390 2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL CABLE TG THE
MS. CORREN JOHNSON MR. ROBERT SNYDER A,8,C,D APPROPRIATE TERMINALS AND PROPERLY LABELING EACH CABLE.
DIVISION CHIEF, ASSTISTANT DIVISION CHIEF., ~— e
TRAFEIC OPERATIONS TRAFFIC OPERATIONS ,/ vy s benper 3. ALL UNUSED CABLE SHALL BE REMOVED AND DISPOSED OF BY THE CONTRACTOR.
(410)787-7630 (410)787-7631 PF P b e o BEE L AN 4. UNDERGROUND UTILITIES SHOWN ON THESE PLANS ARE SCHEMATIC ONLY AND MAY NOT BE
o ALB.C.D 2 $ I NORTHWEST CORNER FOUNDATION. MAINTAIN COMPLETE. THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING “MISS UTILITY” PRIOR
MR. EUGENE BAILEY B.C, =R Ny SCALE 1"= 5/ 57 MIN CLEARANCE ARGUND TO CONSTRUCTION SO THAT ALL UTILITIES MAY BE LOCATED IN THE FIELD. IF THE
MR. ED RODENHIZER CHIEF. SIGN OPERATIONS 91 Yl 1 OBSTRUCTION. FOUNDAT ION CONTRACTOR PERCEIVES THAT A CONFLICT BETWEEN THE UTILITIES AND THE TRAFFIC SIGNAL
CHIEF. SIGCNAL OPERATIONS (410)787-7676 /2N P e i A SHALL BE FLUSH WITH WILL OCCUR., THE CONTRACTOR SHALL NOTIFY THE PROJECT ENGINEER IMMEDIATELY SO THAT
21087650 C.D.7 W oy . b SIDEWALK. THE CONFLICT MAY BE RESOLVED.
D WL L \/ VI[N
- RN 5. ALL PEDESTAL FOUNDATION TOPS SHALL BE INSTALLED FLUSH WITH SIDEWALK GRADE.
{_._ (Dk \\
STANDARD TYPE A CURB c / Sl = S 6. LOCATION OF ACCESSIBLE PEDESTRIAN SIGNAL PUSHBUTTONS MUST MEET LOCATION
_? 7
PROPOSED PEDESTRIAN — 8 INCH x 16 INCH TD RETAIN / : REQUIREMENTS OF MDMUTCD CHAPTER 4E "PEDESTRIAN CONTROL FEATURES” AND FIGURES
PUSHBUTTON POLE AND 29 Lo Rag NG PAIR DUR A% 0N / ; | 4E-3 AND 4E-4, AND THE LATEST NCHRP PUBLICATION, “ACCESSIBLE PEDESTRIAN
FOUNDATION. MAINTAIN AND GUTTER y | /1 SIGNALS: GUIDE TO BEST PRACTICE.” IF NOT MET.,THE CONTRACTOR IS TO STOP WORK
57 MIN CLEARANCE AROUND ) N ON PUSHBUTTON LOCATIONS UNTIL A DESIGN WAIVER IS OBTAINED, APPROVED BY THE
0BSTRUCTION. FQUNDATTON , [ lf J DIRECTOR., OFFICE OF TRAFFIC AND SAFETY.
SIDEWALK. ALB / | ! ]~_ 7. PUSHBUTTONS ARE TO BE LOCATED SO THAT THEY CAN BE ACTIVATED BY A PERSON IN A
~— / | L WHEELCHAIR REACHING LESS THAN 18“ FROM A 60” X 60" LEVEL LANDING AREA WITH A CROSS
-~ g / f | S~ SLOPE OF LESS THAN OR EQUAL TO 2%.
T~ , | T~ 8. PUSHBUTTON ARROWS AND SIGNS ARE TO BE ORIENTED PARALLEL TO THE CROSSING FOR WHICH
~— , b | Lo THEY ARE INTENDED.
— e — — — — — — -
EXISTING CONDULT N /’ b L/ ,__m_____li 9. THE CONTRACTOR SHALL CAP AND ABANDON CONDUITS FEEDING EXISTING SIGNAL EQUIPMENT
TO TRAFFIC SIGNAL ~- Y T T T T T T THAT IS REMOVED.
AT MD 36 AND US 40 ALT YA -
ay 10. THE CONTRACTOR SHALL CONTACT ED RODENHIZER AT THE SIGNAL SHOP (410) 787-7652
TR TO DELIVER APS EQUIPMENT FOR TESTING.
~
—T -t i ) STATE OF MARYLAND
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MALSHLESLRTING t sm STATE HIGHWAY ADMINISTRATION
” OFFICE OF TRAFFIC & SAFETY
STANDARD TYPE A CURB I - TRAFFIC ENGINEERING DESIGN DIVISION
GUITER" 12 INCH BuTTER A+B»Z : MD 36 (NEW GEORGES CREEK RD) AT
— ¢ MD 743 (OLD NATIONAL PIKE)
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